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DRIVE OPENING.

MATCH EXISTING TOP OF CURB
ELEVASTION WITH PROPOSED TOP OF
CURB ELEVATION. TYPICAL EACH
RADHYS.
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EACH SIDE OF WASHOUT

MDOT TYPE F4 CONCRETE CURB

CONCRETE SIDEWALK. SIDEWALK

L1 I T T 1 SHALL BE 4" THICK UNLESS
OTHERWISE NOTED.

ﬁu SIDEWALK RAMP ADA WITH
DETECTABLE WARNING PLATES

MDOT TYPE F4 WASHOUT CONCRETE
CURB AND GUTTER. TRANSITION TO

STANDARD CURB AND GUTTER 10’

SITE LAYOUT PLAN
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1. EXISTING SIGNS TO BE REMOVED SHALL BE SALVAGED AND SCALE: 1" =20
RESET BY THE CONTRACTOR AT LOCATIONS DESIGNATED BY
THE ENGINEER. THE COST OF THIS WORK SHALL BE PROJ. #.: 05-320

BORNE BY THE CONTRACTOR.

DATE: MARCH 2007

2. COORDINATE SHUTDOWN OF PARKING LOT LIGHTING WITH
COUNTY BUILDING STAFF.

3. CONTRACTOR SHALL PROTECT PROPERTY MONUMENTS.
4. ALL PROPOSED CURB AND GUTTER WITHIN THE PARKING

LOT SHALL BE DETAIL F4.
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